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Fig 4 

For the abstract 
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1 - Serial mount for 2 rubber bands 

Side view of end of stock 



oo 



Top view of end of stock 
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Fig 5 
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2 - Parallel mount for 2 rubber bands 



Side view of end of stock 
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Top view of end of stock 



Fig 6 
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3 - Parallel serial mount for 3 rubber bands 
Side view of end of stock 
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Top view of end of stock 
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Fig 7 



6/10 



^ PCT/FR2(HJ4/<MH7i2 



Section line a-b assembly 
■ of the stock, pulley system, 
and mobile pulley frame 
with axles 
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Fig 8 



Side view of end of modified stock Section line x-y of 

with axle of pulley frame ' mobile pulley frame 
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S' 

S - point of attachment 
of the bottom band 
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Side view of the slide 



Perforation for the axle 
of the two pulleys 



Section line XY of the two half slides 

Stock 
Pulley with ring 




Perforation for bolts for joining 
the two half-slides through 
the slot in the stock 
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Flat washers 



Fig 1 1 



End of stock with slot for slide 
Z ] Rubber shock absorber inserted 
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Axle with set screws : mounted 
moderately tightly onto the slide 

Fig 12 

Section line ZT 





Fig 13 



Fig 14 
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Side view of end of stock 



Section line XY seen from the 
left without pulleys, axle or washers 




Stock 



Pulleys axle 



Bottom band anchor 



Top view 



Fitting for assembly 
of the two half-slides 
with screws or bolts 



Flange of the slide for 
laterally maintaining the fork . 
of the pulley frame 
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Fig 17 
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Top part of the fork 
of the pulley frame 
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Side view of end of stock 



Section line XY seen from 
the left without pulleys, axle or washers 



Slot in pulley frame 




Rivet or screw 
fpr joining 
the 2 half-frames 



Bottom band anchor 



Fig 18 



Fig 19 
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Side view of end of stock 



Traction cable . ' 
p^jgr PQ attached to cotmecting 
S ^ screws on the two half-slides^ 



Bottom band anchor 



Left view 
Section line XY 
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Cable return pulley 



Top view 
Section line MN 




Fig 22 



